


Type of application
Surface mounted
Suspended
Wall mounted

Light distribution
Direct
Indirect
Direct / Indirect (50%/50%)

Line dimensions
1014 mm
1514 mm
2014 mm

Circular dimensions
Ø630 mm
Ø650 mm
Ø950 mm
Ø970 mm
Ø1255 mm
Ø1270 mm
Ø1540 mm
Ø1555 mm
Ø1955 mm
Ø1970 mm

Optical system
bLINE 

Colour temperature 
RGB White
Tunable White
2700K
4000K

CRI
>90

Colour
White; Grey; Black; 
Jungle; Old Rose; 
Copper; Sahara; Autumn; 
Golden Eye; Rusty Chain; 
Mist; Carbon

Ceiling roses
Trimless
Recessed
Surface mounted

Protection
IP 40 
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Types of application
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Surface mounted
IN/OUT

Surface mounted
OUT

Horizontal suspended
IN

Horizontal suspended
OUT

Linear suspended
Direct

Linear suspended
Indirect

Vertical suspended
IN

Vertical suspended
OUT
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SAHARA

AUTUMNMIST

GOLDEN
EYE

JUNGLE

RUSTY
CHAIN

CARBON

COPPEROLD ROSE

Define your 
colour
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All data contained in this brochure does not constitute 
any commitment to INDELAGUE - Indústria Eléctrica 
de Águeda, SA. The company itself, reserves the right 
to change or modify any information stated without 
prior notice. The reproduction of this brochure or any 
part of it is prohibited. FI
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