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In a close collaboration with our retail clients, we developed AIL 
LED to fulfil the needs of our customers. After many surveys, 
studies and tests we achieved the best solution for retail shops. 
The main goals for this fixture were the energy efficiency, easy 
installation, easy maintenance and to increase shoppers comfort 
and experience in stores. 
You can choose between different types of mounting, powers 
and reflectors to suit different types of retail shops applications. 

It’s no secret that the longer shoppers stay in your store, the 
greater the chance they’ll buy something. 
Simplification, along with energy-efficient, long-lasting lighting 
solutions, can mean savings! Retail outlets operate seven days a 
week, even small gains in efficiency can lead to big cost reductions. 
Replacing outdated lighting systems with more efficient, 
environmentally-friendly solutions will reduce energy 
consumption and maintenance requirements. Using fewer lamp 

types and standardised wattages can reduce complexity and 
make maintenance more manageable, too. It all adds up to big 
savings, and improved bottom lines. 

Areas of Application: Industrial/retail.

Surface or suspended mounted

• LED trunking system.
• LED luminaire luminous flux up to 2200/4400/6600 Lm.
• 1x18W/2x18W/3x18W available.
• LED up to 94 Lm/W.
• Life 50000 Hours.
• Colour temperature 4000/3000K.
• CRI >80.

Optional:
• Adapters for three circuit track system version.

Optic System Options

DWW - Asymmetric 
microperforated aluminum 
reflector semi-specular 
high performance, with 
opal diffuser.

DCW - Symmetric reflector 
with wide beam steel sheet, 
electrostatically painted with 
epoxy polyester white, with 
opal polycarbonate diffuser.

Surface or suspended mounted
CONTINUOUS LINE luminaire

• LED trunking system.
• LED luminaire luminous flux up to 2200/4400/6600 Lm.
• 1x18W/2x18W/3x18W available.
• LED up to 94 Lm/W.
• Life 50000 Hours.
• Colour temperature 4000/3000K.
• CRI >80.

Optional:
• Adapters for three circuit track system version.
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