
I N D E L A G U E  G R O U P

REBA
Range



REBA /T LineREBA /T

50 5065 65

•

•

•

•

•
•
•

•

•
•
•

•

•

•

•

•

•

•

•

•

•

•
•
•

•

•
•
•

•

•

•

•

•

•

•

•

•

•

•
•
•

•

•
•
•

•

•
•
•

•

•

•

•

•

•

•

•

•

•

•

•
•
•

•

•
•
•

•

•
•
•

•

•

•

•

•

•

•

Overview

Type of application
Trimless
Recessed
Surface mounted
Suspended
Wall mounted

Light distribution
Direct
Indirect
Direct / Indirect
Asymmetric (wall washer)

Optical system
bGLARE
bLINE
ASYM

Efficiency above 100 lm/W

Colour temperature
Tunable White
3000K
4000K

Colour
White; Grey; Black

Ceiling Roses
Recessed
Surface mounted

Light corners
Horizontal corner
Horizontal edge
Vertical corner

End caps without visible screws

Blank parts

Bespoke projects

Emergency unit 3 hours

Low power version

Steel safety cable

Trimless mounting frame

Mounting brackets

Double circuit
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Trimless

Recessed

Surface mounted

Suspended
Direct

Suspended
Direct / Indirect

Wall mounted
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bGLARE bLINE ASYM1. 2. 3.

C0 - C180
C90 - C270

30º 30º

60º60º

REBA 50
ASYM

160

240

320
30º 30º

60º60º

C0 - C180
C90 - C270

REBA 50
bLINE

100

150

200

C0 - C180
C90 - C270

30º 30º

60º60º

REBA 50
bGLARE

160

240

Optical system
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A range of infinite 
possibilities
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≈600x600 mm

REBA 50

≈560 mm
≈840 mm
≈1120 mm
≈1400 mm
≈1680 mm
≈1960 mm
≈2240 mm
≈2520 mm
≈2800 mm

1:100

4.3.2.1.

Scale

Available 
modules

Straight line

Light corner

Recessed
trimless

Recessed
with trim

Surface mounted
or suspended

Suspended
Direct / Indirect

Wall 
mounted

Range

Range

Straight lineLight corner
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Office space /
Meeting room

Example 1 Example 1

Example 2 Example 2

Example 3 Example 3

Lobby / 
Reception 

How to create 
spaces through light
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>500

>0,6 

≤19

>100

LUX at the 
working place

Light
uniformity

UGR (unified 
glare rating)

Lumens 
per watt

Open Space Office
17m × 13m
3m
0.8
70/50/20
0.8

REBA
Aluminium
Profile
luminaire
25
5874
102
58
1450
3950
17.9
510
0,65

Number of luminaires
Luminous flux of luminaire [lm]
Luminous efficiency [lm/W]
Connected load per luminaire [W]
Total connected load [W]
Total energy consumption [kWh/year]
Glare evaluation UGR
Average illuminance Em [lux]
Uniformity

REBA range delivers extremely glare free lighting (UGR≤19) and high luminous efficiency (lm/W >100).
It also allows you to get light uniformity above 0,6 and achieve up to >500 lux at the working place.

USED DATA / FACTORS

Project
Dimensions
Height
Maintenance factors
Reflectance factors
Working place

PERFORMANCE
STUDY

THESE ARE THE FINAL CONCLUSIONS

Why is REBA 
a smart 
choice?

A PERFORMANCE STUDY USING
REBA IN AN OPEN SPACE OFFICE

Performance 
study
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Architects - Glone
Photo: António Chaves
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Architects - Glone
Photo: António Chaves
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1.

2.

8.

10.

12.

13.

17.

17.1
17.2
17.3

14.

16.

15.

9.

3.

5.

6.

7.

4.

11.

Minimalism and techology

LED
Binning initial MacAdam <3, 
colour temperature 3000K / 
4000K, CRI>80, LED estimated 
life time 80.000h L90 B10.

Outer profile
Extruded aluminium profile. 
3 colours available

Indirect light
Direct / indirect version with 
opal diffuser for ceiling light 
uniformity.

Suspension and 
current supply cable
Suspension and current supply
cable available in 1500 mm,
3000 mm or 6000 mm.

Body connector kit
The two parts are perfectly 
connected so that are no light 
leakage in any continuous line 
application.

Emergency unit
Emergency unit 3 hours.
Available from ≈1120mm up to 
≈2800mm.

Light corners
REBA range has 3 different light 
corners that you can choose 
from:
Horizontal corner
Horizontal edge
Vertical corner

Double circuit
Double circuit that allows to 
control the direct / indirect light 
separately.
Available as option.

Mounting brackets
Recessed with trim versions 
have an easy installation 
guaranteed due to a clever 
mounting bracket for installation 
into ceilings/walls up to 25 mm 
thickness.

Trimless mounting 
frame
The trimless versions are easy 
to mount into ceilings with 10 
mm, 13 mm, 15 mm or 18 mm 
thickness. With the trimless 
mounting kit comes a separate 
"frame alignment kit" that helps 
the installer to keep the opening 
constant over the whole length.

DALI ou HF driver

Tunable White
Tunable White versions available 
covering a white spectrum from
2700K up to 6500K.

Efficience above 
100 lm/W
REBA range delivers a luminaire 
high efficiency above 100 lm/W.

End caps
End caps without visible screws 
and no light leakage. 
Available in product colour.

Inner profile reflector
Internal high performance 
extruded aluminium profile 
reflector, powder coated in white 
in order to grant high efficiency 
and uniform soft light. Available 
in symmetric or asymmetric (wall 
washer) versions for direct or 
direct / indirect light distribution. 
A wall mounted version that can 
allow direct, indirect or direct / 
indirect light distribution is also 
available.

bGLARE, bLINE 
or ASYM
High-tech clip-in optical system 
with: Microprismatic bGLARE 
diffuser for glarefree illumination; 
Opal bLINE diffuser to grant 
uniform soft light without visible 
spots; or ASYM diffuser for wall
washer applications.

Ceiling roses
Recessed or surface mounted
versions available in white or
black.
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1.

2.
2.1
2.2

3.
3.1
3.2

4. 
4.1
4.2
4.3 
4.4

5.

6.

7.

8.

2.2

2.2

End caps

Outer profile
Start / end luminaire (SRT/END)
Middle luminaire (MID) or light corner (HRZ, 
VRT, EDGE)

Inner profile
Symmetric
Asymmetric
The two inner profile versions can be mixed 
within the same outer profile.

Covers
bGLARE diffuser
bLINE diffuser
ASYM diffuser
Blanking cover

Body connector kit

Ceiling roses

Current supply cable

Suspension

Start/End
module
(SRT/END)

Start/End
module
(SRT/END)

Start/End
module

(SRT/END)

Horizontal 
(HRZ ou EDGE) 
or vertical 
(VRT) 
light corner

Horizontal 
(HRZ ou EDGE) 
or vertical 
(VRT) 
light corner

Horizontal 
(HRZ ou EDGE) 

or vertical 
(VRT) 

light corner

Middle
module
(MID)

Middle
module
(MID)

Middle
module
(MID)

End cap End cap

How assemble a line

Available modules

Structural elements 
composition
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4.3

2.2

1

7

6

8

5

2.1

3.2

3.1

4.4

4.1

4.2

Trimless or recessed Suspended, surface or wall 
mounted
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GREY

WHITE

BLACK

Define your 
colour
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1.
1.1
1.2
1.3 
1.4 
1.5
1.6

2.
2.1

2.2

2.3

3. 
3.1
3.2
3.3 
3.4

REBA 50
How it works

Outer profile
Trimless
Recessed
Surface mounted
Suspended direct
Suspended direct / indirect
Wall mounted

Inner profile
Symmetric

Asymmetric

 
Wall mounted

Covers
bLINE diffuser
bGLARE diffuser
Blanking cover
ASYM diffuser
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2.1
2.3

2.2

3.2 3.3 3.4

3.1

3.1
3.1

1.1 1.2

1.3

1.4

1.5

1.6

50x87 mm

54x90 mm
50x72 mm

62x72 mm
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1.
1.1
1.2
1.3 
1.4 
1.5

2.
2.1

2.2

3. 
3.1
3.2
3.3 
3.4

REBA 65
How it works

Outer profile
Trimless
Recessed
Surface mounted
Suspended direct
Suspended direct / indirect

Inner profile
Symmetric

Asymmetric

Covers
bLINE diffuser
bGLARE diffuser
Blanking cover
ASYM diffuser

24



2.1 2.2

3.2 3.4
3.1

1.1 1.2

1.3

1.4

1.5

65x82 mm
65x97 mm

77x82 mm

3.3
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All data contained in this brochure does not constitute 
any commitment to INDELAGUE - Indústria Eléctrica 
de Águeda, SA. The company itself, reserves the right 
to change or modify any information stated without 
prior notice. The reproduction of this brochure or any 
part of it is prohibited.


