


Overview

Type of li ion

TUBULAR
LUMINAIRES
TALEA TALEA HZR TALEA Line TALEA Glare /C TALEA Glare
P

Surface mounted

Suspended

Wall mounted

Light distribution

Direct

Line dimensions

=~ 598 mm

~ 878 mm

~ 11568 mm

=~ 1438 mm

= 1718 mm

~ 1998 mm

~ 2278 mm

~ 2558 mm

=~ 2838 mm

Corner dimensions

650mm

Optical system

bLINE

Colour temperature

3000K

4000K

Profile finish

Anodised

End caps colours

White; Grey; Black

Ceiling rose

Recessed

Surface mounted

Protection

IP 40

End caps without visible screws

Emergency kit

3 hours







Types of application




TUBULAR
LUMINAIRES

1. Surface mounted 3. Wall mounted
Vertical

2. Wall mounted
Horizontal 4. Suspended
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Optical system

1. bLINE

270°

TUBULAR
LUMINAIRES

Shown in real size



Structural elements

composition

TALEA Line

1. End caps

2. LED modules
2.1 Start luminaires (SRT).
2.2 Middle (MID) or end (END) luminaires.
3. Diffuser

4. Body connector kit

5. Ceiling rose

6. Current supply cable

7. Fixing system'’

8. Suspension

" Only available in the surface mounted.



TUBULAR
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TALEA Glare /C

@ @100 mm

—
i TALEA Glare




Define your
colour

WHITE

GREY

BLACK

TUBULAR
LUMINAIRES
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