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Overview

TTP 50

Type of application

Surface mounted .
Suspended .
Wall mounted .

Light distribution

Direct .
Di

~ @50 mm .
~ @70 mm

=~ @100 mm

Optical system

TUP .

TOP .

Colour temperature

Tunable White .
3000K .
4000K .
End caps

Injected transparent polycarbonate .
Aluminium

Stainless steel .

Ceiling roses

Recessed .

Surface mounted .

Colour of ceiling roses

White; Black .
Cable gland

Plastic cable gland .
Metal cable gland .
Breathable metal cable gland .

Output versions

Low output (LO) .
Medium output (MO)

High output (HO) .
Clamps

PVC clamp .
Stainless steel clamp with clip .
Stainless steel clamp A1 .
Stainless steel clamp A2 .
Stainless steel clamp with fast lock .
Clamps .

Protection ratings

IP 68 .

IK10 .

Emergency unit 3 unit .




TUBULAR

LUMINAIRES
TTP 50 Line TTP 70 TTP 70 Line TTP 100 TTP 100 Line
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Types of application
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1. Surface mounted 3. Wall mounted
Vertical

2. Wall mounted
Horizontal 4. Suspended
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A versatile choice
for your project

TTP 50
~ @50 mm
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TTP70
~ @70 mm



LENGTHS

Standard

TTP 100
=~ @100 mm

TTP 50

TTP 50 Line

TTP 70

TTP 70 Line

TTP 100

TTP 100 Line
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~ @50 mm

~ @50 mm

~ @70 mm

~ @70 mm

~ @100 mm

~ @100 mm

620 mm

660 mm

900 mm

940 mm

1180 mm

1220 mm

1460 mm

1500 mm

Sensor

750 mm

765 mm

829 mm

835 mm

1030 mm

1045 mm

1109 mm

1115 mm

1310 mm

1325 mm

1389 mm

1395 mm

1590 mm

1605 mm

1669 mm

1675 mm
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Optical system

TUP
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Minimalism and technology

Standard version
Standard transparent or opal
polycarbonate tube, with inner
aluminium profile and injected
transparent polycarbonate end
caps (TTP 50 and TTP 70) or
aluminium end caps (TTP 100).
Individual versions pre-wired
with 1600 mm HO7RN-F cable
and plastic cable gland. Current
supply cable not included for
continuous line versions.

LED

Small colour tolerance
(MacAdam <3), colour
temperature 3000K / 4000K,
CRI>80, LED estimated life time
80.000h L90 B10.

Optional end caps
Product also available with
stainless steel end caps.

Tunable White

Tunable White versions available
covering a white spectrum from
2700K up to 6500K.

3.1
32

Optional cable gland
Metal cable gland
Breathable metal cable gland

4.1
42
43

45

Clamps

PVC clamp

Stainless steel clamp with clip
Stainless steel clamp A1
Stainless steel clamp A2
Stainless steel clamp with fast
lock

All clamps are suitable surface
mounted, suspended or wall
mounted.

TUP or TOP

High-tech optical system with
transparent (TUP) or opal (TOP)
version to grant uniform soft light
without visible spots.

S | .6

Emergency unit
Emergency unit 3 hours.
Available from 1180mm.
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Exempt of
photobiological risk
Photobiological risk group 0
according to IEC 62471.

Suspensions and
ceiling roses
Suspensions available in 1500
mm, 3000 mm or 6000 mm
compatible with all available
clamps.

Recessed or surface mounted
ceiling rose versions available in
white or black.

Markings /
Certification
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Discover the details

e Continuous lines Available modules
flexibility
Continuous line versions
available for TTP 50, 70 and 100,

giving you the flexibility to have Start/middle End
up to 35 luminaires per line. Module Module
Available in start/middle (SRT/MID) (END)

luminaires (SRT/MID) equipped
with two cable glands and end

luminaires (END) equipped with
one cable gland.

* Well protected How to assemble a line
Thanks to its IP68, the luminaires
are completely protected against
dust and prolonged low pressure

immersion effects. Start/middle Start/middle End
Luminaires with IK10, which Module Module Module
guarantees protection against (SRT/MID) (SRT/MID) (END)
mechanical impacts up to 20

joules.

* Output flexibility with
two versions that you
can choose from
All luminaires available with
low output (LO) up to 163 Im/W
and high output (HO) up to 142
Im/W.

° Sensor

Presence sensor available for
individual and continuous line
versions.

In a continuous line, only the
first luminaire includes a sensor ""h
that communicates with up to
16 luminaires per line.




Surface or wall mounted

Suspended

Sensor
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INDELAGUE GROUP

HEADQUARTERS
INDUSTRIA ELETRICA
DE AGUEDA S.A.

Rua da Mina 465 | Covao
Zona industrial EN1 Norte
3750-792 Trofa

AGUEDA | PORTUGAL

T +351 234 612 310
indelague@indelague.pt

SPAIN

INDELAGUE ESPANA, S.L.
Avenida del Ejército, n° 8 - 1°C
C.P 15006 | A CORUNA | ESPANA
comercial@indelague.com

All data contained in this brochure does not constitute
any commitment to INDELAGUE - IndUstria Eléctrica
de Agueda, SA. The company itself, reserves the right
to change or modify any information stated without
prior notice. The reproduction of this brochure or any

part of it is prohibited.

indelaguegroup.com
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