ko tYt [ INDELAGUE ROXO lighting

PHOTOMETRIC RESULTS

Name: VEGA Sq Q100 PRISM+ HF 940 W LO

Number: 01 Diameter: 0mm

Report: 23-04-2019 Length: 100 mm

Meas.-no.: 01 Width: 100 mm

Lamp type: LED 940 - 01 Height: 200 mm

Number: 1 Power: 7,51 W

Lamp flux: 780,00 Im Operator: INDELAGUE GROUP

Date: 23-04-2019 16:30:13 Output ratio: 71,8 %

Protocol

LiTG-class: A50

UTE-class: 0,72C

IES-class: 70- 91- 98- 100- 72

TM5-class: BZ1/1.00/BZ2

Divergences in the plane through maximum intensity: Horizontal Vertical

One half peak divergence 75,2° 75,3°

Half peak side angle (left) -37,6° -37,7°

Half peak side angle (right) 37,6° 37,7°

One tenth peak divergence 123,1° 123,3°

Tenth peak side angle (left) -61,6° -61,7°

Tenth peak side angle (right) 61,6° 61,7°

C-planes: 0,0° 15,0° 30,0° 45,0° 60,0° 75,0° 90,0° 105,0° 120,0° 135,0°
150,0° 165,0° 180,0°  195,0° 210,0° 225,0° 240,0° 255,0° 270,0° 285,0°
300,0° 315,0° 330,0° 345,0°

Gamma: 0,0° 5,0° 10,0° 15,0° 20,0° 25,0° 30,0° 35,0° 40,0° 45,0°

50,0° 55,0° 60,0° 65,0° 70,0° 75,0° 80,0° 85,0° 90,0°
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| INDELAGUE ROXQO tlighting

Name: VEGA Sq Q100 PRISM+ HF 940 W LO

Number: 01 Diameter: 0 mm

Report: 23-04-2019 Length: 100 mm

Meas.-no.: 01 Width: 100 mm

Lamp type: LED 940 - 01 Height: 200 mm

Number: 1 Power: 7,51 W

Lamp flux: 780,00 Im Operator: INDELAGUE GROUP
Date: 23-04-2019 16:30:13 Output ratio: 71,8 %

Polar diagram VEGA Sqg Q100 PRISM+ HF 940 W LO / Directin 15°C/ 5° G

Intensity [cd1000Im]
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PHOTOMETRIC RESULTS

Name: VEGA Sq Q100 PRISM+ HF 940 W LO
Number: 01 Diameter: 0 mm
Report: 23-04-2019 Length: 100 mm
Meas.-no.: 01 Width: 100 mm
Lamp type: LED 940 - 01 Height: 200 mm
Number: 1 Power: 7,51 W
Lamp flux: 780,00 Im Operator: INDELAGUE GROUP
Date: 23-04-2019 16:30:13 Output ratio: 71,8 %
UGR Unified Glare Ratios
Ceiling reflectance o7 07,0505 ,03 07 07 0505 03
Wall reflectance o5, 03, 0503 03,0503 0503 0,3
Floor cavity reflectance | 0,2 0,2 | 0,2 | 0,2 0,2 0,2 0,2 | 0,2 0,2 0,2
Room dimension Viewed crosswise Viewed endwise \
2H 2H 160 | 173 16,3 | 17,7 | 180 | 159 | 17,3 | 16,3 | 17,6 | 17,9
2H 3H 16,3 | 176 | 16,7 | 179 | 182 | 16,3 | 175 | 16,7 | 17,8 | 18,2
2H 4H 16,5176 | 169 | 180 | 184 | 16,4 | 176 | 16,8 | 17,9 | 18,3
2H 6H 166 | 17,7 170|180 | 184 | 16,5 | 176 | 17,0 | 18,0 | 18,4
2H 8H 166 | 176 | 170| 180 | 184 | 16,5 | 175 | 16,9 | 17,9 | 18,3
2H 12H 165|175 170|179 | 183 | 16,5 | 175 | 16,9 | 17,8 | 18,3
4H 2H 16,0 | 172 | 164 | 175 | 179 | 16,0 | 17,1 | 16,4 | 175 | 17,9
4H 3H 165175169 | 179 | 183 | 165|174 | 169 | 17,8 | 18,2
4H 4H 168|176 | 17,2| 18,0 185 | 16,7 | 176 17,2 | 18,0 | 184
4H 6H 169 | 17,7 | 174 | 18,1 | 186 | 16,9 | 176 | 17,3 | 18,0 | 185
4H 8H 169 176 | 174 | 18,1 | 185 | 16,9 | 176 | 17,4 | 18,0 | 185
4H 12H 169 176 | 174|180 | 185 | 16,9 | 175 | 17,4 | 18,0 | 185
8H 4H 16,8 | 175|173 | 179 | 184 | 16,7 | 17,4 | 172 | 179 | 18,3
8H 6H 169 | 175|174 | 180 | 185 | 16,9 | 175 | 174 | 179 | 184
8H 8H 170 175|176 | 18,1 | 186 | 17,0 | 175 | 17,5 | 18,0 | 185
8H 12H 170 175|176 | 180 | 185 | 170 | 174 | 175|179 | 184
12H 4H 16,8 | 174 | 172|178 | 1844 | 16,7 | 17,4 | 172 | 17,8 | 18,3
12H 6H 170175 175| 18,0 | 185 | 16,9 | 174 | 174 | 179 | 18,4
12H 8H 170 175) 176|180 | 185 | 17,0 | 174 | 175 | 179 | 18,4

UGR values are corrected for lamp flux of 780 Im by -0,9
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| INDELAGUE ROXQO tlighting

PHOTOMETRIC RESULTS

Name: VEGA Sq Q100 PRISM+ HF 940 W LO

Number: 01 Diameter: 0 mm

Report: 23-04-2019 Length: 100 mm

Meas.-no.: 01 Width: 100 mm

Lamp type: LED 940 - 01 Height: 200 mm

Number: 1 Power: 7,51 W

Lamp flux: 780,00 Im Operator: INDELAGUE GROUP
Date: 23-04-2019 16:30:13 Output ratio: 71,8 %

Luminance [cd/m2] VEGA Sq Q100 PRISM+ HF 940 W LO / Directin 15°C/ 5° G

G/C [cd/ 0,00/ 15,00/ 30,00/ 45,00/ 60,00/ 75,00/ 90,00/ 105,00| 120,00
45,00 7064,87| 6218,96| 5909,81| 5691,15| 5871,52| 6157,48| 7094,81| 6157,48| 5871,52
50,00 |4618,51| 4099,51| 3878,32| 3712,86, 3833,08| 4048,53| 4677,61| 4048,53 3833,08
55,00 3174,27| 2775,23| 2611,03| 2544,96| 2581,61| 2755,61| 3167,88| 2755,61| 2581,61
60,00 2272,84| 1958,24| 1841,86| 1790,55| 1815,11| 1928,64| 2275,06| 1928,64| 1815,11
65,00 1772,30] 1500,90| 1393,23| 1346,75 1377,96| 1475,22| 1736,36| 1475,22| 1377,96
70,00 1390,86| 1172,91| 1080,07| 1048,14| 1075,54| 1162,61| 1373,33| 1162,61 1075,54
75,00 1064.,76| 882,86/ 811,27, 783,32 806,65 871,55| 1037,52| 871,55 806,65
80,00 686,60, 566,13| 518,96| 501,77, 512,67 560,93| 668,85 560,93| 512,67
85,00 256,60, 225,76] 214,23] 199,96/ 211,18]| 223,09] 270,77 223,09] 211,18
G/C [cd/| 135,00] 150,00, 165,00/ 180,00| 195,00/ 210,00, 225,00/ 240,00 255,00
45,00 5691,15| 5909,81| 6218,96| 7064,87| 6218,96, 5909,81| 5691,15| 5871,52| 6157,48
50,00 3712,86| 3878,32| 4099,51| 4618,51| 4099,51 | 3878,32| 3712,86| 3833,08| 4048,53
55,00 2544,96| 2611,03| 2775,23| 3174,27| 2775,23| 2611,03| 2544,96| 2581,61| 2755,61
60,00 1790,55| 1841,86| 1958,24| 2272,84| 1958,24| 1841,86| 1790,55| 1815,11 1928,64
65,00 1346,75| 1393,23| 1500,90, 1772,30/ 1500,90| 1393,23| 1346,75| 1377,96| 1475,22
70,00 1048,14| 1080,07| 1172,91| 1390,86/ 1172,91| 1080,07| 1048,14| 1075,54| 1162,61
75,00 783,32| 811,27| 882,86/ 1064,76] 882,86, 811,27 783,32| 806,65 871,55
80,00 501,77, 518,96| 566,13| 686,60 566,13| 518,96| 501,77, 512,67| 560,93
85,00 199,96| 214,23| 225,76 256,60/ 225,76| 214,23| 199,96| 211,18] 223,09
G/C [cd/| 270,00, 285,00/ 300,00, 315,00] 330,00, 345,00

45,00 7094,81| 6157,48 5871,52| 5691,15| 5909,81| 6218,96

50,00 | 4677,61 4048,53| 3833,08| 3712,86| 3878,32| 4099,51

55,00 3167,88| 2755,61 2581,61| 2544,96| 2611,03| 2775,23

60,00 2275,06] 1928,64| 1815,11| 1790,55| 1841,86| 1958,24

65,00 1736,36| 1475,22| 1377,96| 1346,75| 1393,23| 1500,90

70,00 1373,33] 1162,61| 1075,54| 1048,14| 1080,07| 1172,91

75,00 1037,52| 871,55 806,65/ 783,32] 811,27 882,86

80,00 668,85 560,93| 512,67| 501,77/ 518,96) 566,13

85,00 270,77, 223,09] 211,18] 199,96 214,23 225,76
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